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INSTRUMENTS
O
Model PC910 PC350 PC9500
s OHIVICond. TS Sal/Resr CLF] Be n chto
Range 0to 14.00 pH -2.000 to 20,000 pH
Resclution 0.1/0.01 pH 0.1/0.01/0.001 pH
Accuracy 20.01 pH1 digit 20.002pH+1 digit =
oH Temp. compensation 0to 100°C (32 t0212°F ) , automatic or manual p H IC o n d u ct I v I ty
Calibration 1-3 points automatic | 1-5poaints i
Buffer USA/NIST/CH | USA/NIST/DIN/CH/User
Other specifications are same with table1 (Calibration remind, Calibration data checking, Measuring alarm, Stability setting) |
. Range +£2000mV +2000mV M e t e rs |
Resclution imV 0.1/1mV
_ Accuracy. 20.1%FS 1 digit_ +0.03%FS =1 digit
_ Reege 00 f 0000 0-2000mSlem 00 | 0-2000mS/em
Resolution 0.1/145, 0.01/0.17mS 0.01/0.1/1p8, 0.01/0.1/1mS
 Accuracy +1%FS:1 digit oI +0.5%F.S+1 digit P p H
Electrode constant 0.1/1.0/10.0 em-1
Conductivity Te.mp.. compensation 0to 50°C { 32 t10212°F ) , automatic or manual
Crterion temperature 15-30°C emV
Temp: compensation coefficient SADOEIC
ion 1~4 points automatic B R
Calibration standard USA/CH - ' USA/CH/User e Condu CtIVIty
Other specifications are the same with table2 (Calibration remind, Calibration data checking, Measuring alarm) u
DS Rangerl 0.1mg/1~100 g/l 0.1mg/|~500 g/l ® TDS
TDS coefficient 0.40~1.00
Salinity Ranger 0~100 ppt 0~100 ppt -
Resistivity Ranger Neo 0-20 MQe=cm L4 Sal In Ity .
Ranger 0-100.0°C, 32.0-212 °F -10-110.0°C, 14.0-230°F
Temperature Resolution 0.1°C; 0.1/1°F ictivs
Accuracy 0.57C+1 digit e Res IStIVIty
Display TFT color display
Stable measuring indication With @) icon
Automatic hold Yes Yes | Yes
Date and time Mo No | Yes
Data storage 200 sets 200 sets | 2000 sets
Timing storage No No Yes
Function Self diagnosis information Yes Yes | Yes
USB output Na Na Yes
" GLP_pl'int - MNo l Mo i Yes ( printer optional )
External keypad MNa Mo | Yes F -
Electrode holder 502 flexible holder &06 combination test bench ( with stirrer ) 700 se rles
IP Rating . _ 1PS4 water and dust proof '
Electrode pH: 201TF, Cond.: 2301TF| pH:LabSen 211, Cond:2401T-F Temp: MP500 :
Power pesv 910 S
Other Dimension 200%220%100mm 360%165=400mm , eries
wagﬁt - .O‘IQHSkg . B | ‘éSkg _ _
- & -
— 950 Series
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700 Series Benchtop Meter 910 Series Benchtop Meter

e PH700 pH Meter pH/mV/Temp.
e EC700 Conductivity Meter Cond./TDS/Temp.

e PH910 pH Meter pH/mV/Temp.
e EC910 Conductivity Meter Cond./TDS/Temp.
e PC910 pH/Conductivity Meter pH/mV/Cond./TDS/Temp.

Main features
® The most economical choice for a reliable benchtop meter Malis foatires
e Equipped with ATC pH and conductivity electrodes, convenient to use

o TFT color screen with graphic and text guides
e Automatic calibration with calibration guide and self-diagnosis

® Equipped with a flexible electrode holder
® Multi-language operating system (English, Chinese, German, Italian and Spanish)

Simple electrode holder can Measurement mode MEAS-pH
be installed on the left or = —— - @) @ ©
right side of the meter. ® Simultaneously display two measuring - =
parameters 9 . 6 5 pH !_> 92?{31 0.29;51&11
® When measuring value is stable, ©)icon displays 25.0'Cue
® With automatic hold function h L _—
Meter socket with seal z i —— —
protection, conforming Calibration mode
to IP54 rating. Graphic calibration guide ensures pownsarions | | e o e
correct calibration procedures to be y‘\, ) (ﬂ :)’ |_>
'. completed. g W
«©
> Parameter setting mode
5 =
%g Clear menu setting, with operating 32 Temparstirs unk 3 -
i 33 Dolete saved dets No
{ guide. 34 Laguoge seloction Engith

BMNC connector to
mount various pH
electrodes.

Key pressing comes

Press this key to display the ™~ with buzzer sounds.

@ icon indicates maximurm and minimum
stable readings. i \_readings.
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950 Series Benchtop Meter 9500 Series Benchtop Meter

® PH950 pH Meter pH/mV/Temp. e PH9500 pH Meter pH/mV/Temp.

e EC950 Conductivity Meter Cond./TDS/Temp. e EC9500 Conductivity Meter Cond./TDS/Salt/Res/Temp.
e PC950 pH/Conductivity Meter pH/mV Cond./TDS/Temp. s PC9500 pH/Conductivity Meter pH/mV/Cond./TDS/Salt/Res/Temp.

Main features Main features
o TFT color screen with graphic and text guides
o Conform to GLP data management standard, each group data includes time & date,

® TFT color screen with graphic and text guide

® Multifunctional test bench with intelligent stirrer and flexible
electrode holder

® Multi-language operating system (English, Chinese,
German, [talian and Spanish)

ID of sample, electrode, and user
e Operation with password protection; support GLP printer
® Multi-language operating system (English, Chinese, German, ltalian and Spanish)

Date and time

T

MEAS-pH/Cond

Storage ID 20 . 0 00 pH

LN DO
0.00.sen

; £73 @ |Save in meter
Stirrer icon Manua

datalog e
Storage mode L @] save in computer

Save in printer

User ID 2§_n°cu1c} 219Cme | o eiD — g Save in meter
' Timing | & @ |Save in printer
pH electrode ID _l s
s00001 1‘2&5 Candluctivity datalog L @ | save in computer

electrode ID

Stirrer power socket

, Flexible
| electrode holder

Printer connection

Computer connection
@ Press 1o

display operating|
ingtruction.

Keypad socket

/

| Storage solution bottle

Save rotating speed

.-3I |

2]
- ' | Calibration standards

b | Intelligent stirrer

A .

Stirrer switch

|
| Stir bar ‘

Press (@key 3s to save rotating speed and display () icon, adjust rotating speed (5) ‘0
icon will be displayed, press E)key again to switch (%) to () (two different speed)
N

( b ) Separate to use

(a) Connect to use
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Table 1 Benchtop pH Meter Model Comparison

Table 2 Benchtop Conductivity Meter Model Comparison

Model PH700 PH910 PH350 PH3500
Parameter pH/mV/"C°F) ‘
Range 0to 14.00 pH -2.000 to 20.000 pH
Resolution 0.1/0.01 pH 0.1/0.01/0.001 pH
Accuracy =0.01 pH=21 digit +0.002pH=1 digit
Temp. compensation 0 to 100°C { 32 10212°F ) , autornatic or manual
pH (i:a.li.gration 1-3 points automatic T 1-5 points automatic
Buffer USA/NIST USA/MIST/CH USA/NIST/DIN/CH/User
Calibration reminding No No | No | Yas
Calibration data checking No Yes Yes | Yes
Measuring alarm No No No Yes
Stability setting No No No Low-Middle-High
Range +2000mV +2000mV |
my Resolution my Tmv 0.1/ 1mV
Accuracy +0.1% F.5 =1 digit | =0.03% FS £1 digit
Range 0~ 100.0°C ; 32.0 ~ 212 °F | -10~110.0°C; 14.0~230°F
Temp. Resolution 015C; 0A1°F
Accuracy +0.5°C=1 digit ; +0.9°F1 digit
Display LCD TFT color display
Stable measuring indication with @ icon
Automatic hold No Yes Yes Yes
Date and time No No No Yes
Data storage 50 sets 100 sets [ 100 sets [ 1000 sets
Timing storage No No Ne Yes
Eintiont Self diagnosis information Yes Yes Yes | Yes
USB cutput No No No Yas
GLP print No No No Yes ( printer optional )
External keypad No No No Yes
pH electrode connector BNC BNC . BNC ' BNC
Electrode holder Simple holder 402 flexible holder 606 combination test bench ( with stirrer )
IP Rating IP54 water and dust proof
Electrode 201T-F pH: LabSen211, Temperature: MP500
Power DCav
Other Dimension 240x235x103mm 200x220x100mm [ 360x165%400mm
Weight 1kg 0.95kg 1.25kg

Model ECT700 EC910 EC950 | EC9500
Parameter Cond./TDS/CF) Cond.fTDS;"Sal.l"'Ct‘F} [ Cond./TD5/Sal/ResC[°F)
i Eange . _U--260}Jn15};m mmgfcm ] _0--266('}-m5_.-’cm T
Resalution 01715, 0.01/0.1mS 0.01/0./1p5,001/0.4/1mS
Accuracy N A1%FSET r;git N N | 0s5%Fs= digit .
Electrode constant 0.1/1.010.0 ome1 ‘
Temp. compensation 0to 50°C ( 32 to212°F ) , automatic or manual
Cond. Criterion temperature 15-30°C
Temp. compensation coefficient 0-10.00%C
Calibration 1-4 points automatic
Calibration standard usa USA/CH USA/CH USA/CH/User
Calibration reminding No No Ne Yes
Calibration data checking No Yes Yes : Yes
Measuring alarm No No No Yes
Range 0.1mg/I1~100 g/l . 0.1mag/|~500 g/l
oS TDS coefficient 0.40-1.00
Salinity Range No 0~100 ppt 0-100 ppt
Resistivity Range Mo MNa | Mo 0-20M0ecm
Range 0~-100.0°C; 32.0~212°F | -10~110.0°C; 14.0~230°F
Temp. Resolution 0.1°C; 0.1/1°F
Acturacy +£0.5°C+1 digit, =0.9°F£1 digit
Display LCD TFT color display
i Stable measuring indication - Wuu;é.imn
Automatic hold No Yes Yes Yes
Date and time No No No Yes
Data storage 50 sets 100 sets 100 sets 1000 sets
Timing storage No No No | Yes
Function |  Self-diagnosis information Yes Yes Yes | Yes
USB output No Na No | Yes
GLP print Na Na Ne Yes { printer optional )
External keypad No Na No | Yas
Cond. electrode connector BNC BNC BNC | BNC
Electrode holder Simple halder 602 flexible holder 406 combination test bench ( with stirrer )
IP Rating IP54 water and dust proof
Electrode 2301T-F 2401T-F
Power DCav
Other Dimension 240x235x103mm 200x%220=100mm 360%165x400mm
Weight Tkg 0.95kg 1.25kg
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