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EL-USB range
EL-USB-1
USB Temperature  
-35 to +80ºC  (-31 to +176ºF) range              

EL-USB-1-PRO
USB Industrial temperature 
-40 to +125ºC  (-40 to +257ºF) range

EL-USB-2                          Higher accuracy available: EL-USB-2+
USB Temperature & relative humidity 
-35 to +80ºC  (-31 to +176ºF) & 0 to 100% RH range

EL-USB-3
USB Voltage 
0 to 30V d.c. range

EL-OEM-3            Development kit inc EL-OEM-3: EL-OEM-TEST 
OEM packaged voltage 
0 to 2.4V d.c. measurement range

EL-USB-TC 
USB Thermocouple 
K type probe provided 0 to +200°C (+32 to +392°F) 
-200 to +732ºC  (-328 to +1350ºF) (J, K & T-type)

EL-USB-TP-LCD       Higher Accuracy Available: EL-USB-TP-LCD+ 
USB Thermistor probe with LCD 
-40 to +125ºC  (-40 to +257ºF) range

EL-EnviroPad-TC 
Thermometer with inbuilt data logging, 3 data analysis modes 
K type probe provided 0 to 200°C (+32 to +392°F) 
 -270 to +1300ºC  (-454 to +2372ºF) (J, K, N & T-type)

EL-USB-RT 
USB Real-time temperature, relative humidity and dew-point 
 -10 to +60ºC  (-14 to +122ºF) & 0 to 100% RH range

EL-USB-1-LCD 
USB Temperature with LCD 
-35 to +80ºC  (-31 to +176ºF) range

EL-USB-1-RCG
USB Temperature with rechargeable battery  
-20 to +60ºC  (-4 to +140ºF) range             

EL-USB-2-LCD           Higher Accuracy Available: EL-USB-2-LCD+
USB Temperature & relative humidity with LCD 
 -35 to +80ºC  (-31 to +176ºF) & 0 to 100% RH range

EL-USB-4
USB 4-20 mA Current 
4-20 mA d.c. measurement range

EL-USB-CO                 Higher Accuracy Available: EL-USB-CO300
USB Carbon monoxide 
0 to 1000ppm range

EL-USB-TC-LCD
USB Thermocouple with LCD 
K type probe provided 0 to +200°C (+32 to +392°F) 
 -200 to +732ºC  (-328 to +1350ºF) (J, K & T-type)

EL-USB-ACT 
USB AC and DC Millivolt with current clamp input 
0-707mV a.c. & -1000 to 1000mV d.c.

EL-USB-5                          Higher accuracy available: EL-USB-5+
USB Event, count & state 
Up to 100Hz

EL-USB-LITE
USB Low Cost temperature 
-10 to +50ºC  (+14 to +122ºF) range

Ra
ng

e G
ui

de

www.lascarelectronics.com/data-loggers 20

Ra
ng

e G
ui

de

STARTSTATUS

MARK STOP

CHILLED GOODS

EasyLog

Cold Chain range (Custom configurations are available on request)

EL-CC-1-001 PK10 (Pack of 10)
Temperature - Chilled Goods, +2 to +8ºC alarm threshold 
-30 to +60°C  (-22 to +140°F) range

EL-CC-1-002 PK10 (Pack of 10)
Temperature - Frozen Goods, -20 to -16ºC alarm threshold 
-30 to +60°C  (-22 to +140°F) range

EL-CC-1-003 PK10 (Pack of 10)
Temperature - Ripening Goods, +12 to +14ºC alarm threshold 
 -30 to +60°C  (-22 to +140°F) range

EL-CC-1-004 PK10 (Pack of 10)
Temperature - Ambient Pharma, +8 to +25ºC alarm threshold 
 -30 to +60°C  (-22 to +140°F) range

EL-CC-2-001 PK10 (Pack of 10) 
Temp/RH - Chilled Goods, +2 to +8ºC alarm threshold 
-30 to +60°C (-22 to +140°F) 0 to 100% RH range

EL-CC-2-002 PK10 (Pack of 10) 
Temp/RH - Frozen Goods,  -20 to -16°C alarm threshold 
-30 to +60°C (-22 to +140°F) 0 to 100% RH range

EL-CC-2-003 PK10 (Pack of 10) 
Temp/RH - Ripening Goods, +12 to +14°C alarm threshold 
-30 to +60°C (-22 to +140°F) 0 to 100% RH range

EL-CC-2-004 PK10 (Pack of 10) 
Temp/RH - Ambient Pharma, +8° to +25°C alarm threshold 
-30 to +60°C (-22 to +140°F) 0 to 100% RH range

EL-CC-2-005 PK10 (Pack of 10) 
Temp/RH - Blood Transportation, +1 to +10°C alarm threshold  
-30 to +60°C (-22 to +140°F) 0 to 100% RH range

EL-CC-2-006 PK10 (Pack of 10) 
Temp/RH - Platelets Transportation, +20 to +24°C alarm threshold 
-30 to +60°C (-22 to +140°F) 0 to 100% RH range

EL-PDF-1-001 PK10 (Pack of 10) 
Temperature - Chilled Goods, +2 to +8ºC alarm threshold 
-30 to +60°C  (-22 to +140°F) range. No Software Required

EL-PDF-1-002 PK10 (Pack of 10)
Temperature - Frozen Goods, -20 to -16ºC alarm threshold 
-30 to +60°C  (-22 to +140°F) range. No Software Required

EL-PDF-1-003 PK10 (Pack of 10)
Temperature - Ripening Goods, +12 to +14ºC alarm threshold 
 -30 to +60°C  (-22 to +140°F) range. No Software Required

EL-PDF-1-004 PK10 (Pack of 10)
Temperature - Ambient Pharma Goods, +8 to +25ºC alarm threshold 
 -30 to +60°C (-22 to +140°F) range.  No Software Required

Remote monitoring range
EL-BT-2
Bluetooth Temperature & humidity with App  
-20 to +60ºC  (-4 to +140ºF) & 0 to 100% RH range              

EL-SMS-2G-TP                                 
SMS Temperature alert device with App 
-40 to +125°C  (-40 to +257ºF) range

EL-SMS-2G-TP+
SMS Temperature alert device with App
higher accuracy-40 to +125°C (-40 to +257°F)

WIRELESS ALERT TP
Temperature monitor with email alerts
-40 to +80°C (+/-1) (-40 to +176°F (+/-2))

Vaccine monitoring range
EL-USB-VAC
Kit combining a USB data logger with a glycol thermistor probe 
-40 to +60°C (-40 to +140°F) range

EL-GFX-VAC2
Kit combining a USB dual channel data logger with two glycol probes 
-40 to +60°C (-40 to +140°F) range

EL-WiFi-VAC 
Kit combining a WiFi data logger with glycol thermistor probe 
-40 to +60°C (-40 to +140°F) range

EL-WiFi-VAC2
Kit combining a WiFi dual channel data logger & two glycol probes
-40 to +60°C  (-40 to +140°F) range 

EL-SMS-2G-VAC
SMS Temperature alert device for vaccine monitoring, with App
-40 to +60°C (-40 to +140°F)
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21CFR Compliant range
EL-21CFR-1-LCD
USB Temperature with LCD 
-35 to +80ºC  (-31 to +176ºF) range              

EL-21CFR-2-LCD      
Higher accuracy available: EL-21CFR-2-LCD+
USB Temperature & relative humidity with LCD 
-35 to +80ºC  (-31 to +176ºF) 0 to 100% RH range

EL-21CFR-TP-LCD  
Higher accuracy available: EL-21CFR-TP-LCD+              
USB Thermistor probe with LCD 
-40 to +125ºC  (-40 to +257ºF) range

EL-21CFR-TC
USB Thermocouple data logger 
K type probe provided 0 to +200°C (+32 to +392°F)  
-200 to +1350ºC  (-328 to +2462ºF) range (J, K, N & T-type)

EL-21CFR-VAC
Kit combining a USB data logger and glycol bottle thermistor probe 
-40 to +60°C  (-40 to +140°F)

EL-WiFi-21CFR-T                  
Higher accuracy available: EL-WiFi-21CFR-T+
WiFi Temperature data logging sensor 
-20 to +60°C  (-4 to +140°F) range

EL-WiFi-21CFR-TH    
Higher accuracy available: EL-WiFi-21CFR-TH+
Temperature & relative humidity data logging sensor 
-20 to +60°C (-4 to +140°F) range, 0 to 100% RH range

EL-WiFi-21CFR-TP       Higher accuracy available: EL-WiFi-21CFR-TP+
WiFi Thermistor probe data logger 
-40 to +125ºC  (-40 to +257ºF) range

EL-WiFi-21CFR-DTP+ 
High accuracy dual channel WiFi thermistor probe data logger                      
-40 to +125°C / -40 to +257°F range

EL-WiFi-21CFR-TC 
WiFi Thermocouple data logger 
-200 to +1350ºC  (-328 to +2462ºF) range (J, K, N & T-type)

EL-WiFi-21CFR-DTC 
WiFi Dual-channel thermocouple data logger 
K type probe provided 0 to 200°C (32 to 392°F) 
-200 to +1350ºC  (-328 to +2462ºF) range (J, K, N & T-type)

EL-WiFi-21CFR-VAC 
Kit combining a WiFi data logger and glycol bottle thermistor probe
-40 to +60°C  (-40 to +140°F) range

EL-WiFi-21CFR-VAC2
Kit combining a WiFi dual channel data logger and two glycol  
bottle probes
-40 to +60°C  (-40 to +140°F) range
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Accessories
EL-DataPad 
Handheld programmer and data collector for EL-USB data loggers

PAD-BOOT-BLACK
Protective rubber casing for EL-DataPad and EL-EnviroPad-TC

EL-CC-BAG 
Pack of 5 waterproof bags for use when reusing all EL-CC-1 data loggers

EL-USB-CASE
Protective metal case for EL-USB-1          

USB-LINK-IR
USB to InfraRed converter         

EL-WiFi-ALERT
WiFi Sensor alert module with audible and visual alarm

EL-WiFi WALL BRACKET
Spare wall mount bracket for EL-WiFi sensor units

BAT 3V6 1/2AA 
Non-rechargeable 1/2 AA Lithium battery for use with most Lascar  
data loggers

BAT 3V6 2/3AA H TEMP
Non-rechargeable 2/3 AA Lithium battery for EL-USB-1-PRO

BATT 3VX5
Pack of 5 non-rechargeable Lithium coin cell battery for EL-USB-LITE

PSU-5VDC-USB-USA / PSU USB-UK / PSU USB-EU
Mains Power Adapter

USB-CAP-30V 
Spare Cap for EL-USB-3

USB-CAP-4-20
Spare cap for EL-USB-4

USB-CAP-5 
Spare Cap for the EL-USB-5

4-Channel range
EL-SGD 43-ATP 
4.3” panel mounted display module with capacitive touch screen, a 
four-channel thermistor temperature board, x4 temperature probes 
-40°C to +125°C  (-40°F to +257°F) range 

EL-SGD 70-ATP 
7” panel mounted display module with capacitive touch screen, a  
four-channel thermistor temperature board, x4 temperature probes
-40°C to +125°C  (-40°F to +257°F) range 

EL-GFX range
EL-GFX-1
USB Temperature with graphic screen
 -30 to +80ºC  (-22 to +176ºF) range             

EL-GFX-2                                           Higher Accuracy Available:  EL-GFX-2+
USB Temperature & relative humidity with graphic screen 
-30 to +80ºC  (-22 to +176ºF) & 0 to 100% RH range

EL-GFX-D2
USB dual channel external temp/RH probe with graphic screen 
 -20 to +60ºC (-4 to +140ºF) & 0 to 100% RH range

EL-GFX-TC
USB Thermocouple with graphic screen 
K type probe provided 0 to +200°C (+32 to +392°F) 
 -200 to +1350ºC  (-328 to +2462ºF) (J, K & T-type)

EL-GFX-DTC
USB dual channel thermocouple with graphic screen 
K type probe provided 0 to +200°C (+32 to +392°F) 
 -200 to +732ºC  (-328 to +2462ºF) (J, K & T-type)

EL-GFX-DTP
USB dual channel thermistor with graphic screen 
-40 to +125ºC  (-40 to +257ºF) range


